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platform height under all normal pas-
senger load conditions. Vertical align-
ment may be accomplished by vehicle
air suspension or other suitable means
of meeting the requirement.

(2) Exception. New vehicles operating
in existing stations may have a floor
height within plus or minus 1%2 inches
of the platform height. At key sta-
tions, the horizontal gap between at
least one door of each such vehicle and
the platform shall be no greater than 3
inches.

(3) Exception. Retrofitted vehicles
shall be coordinated with the platform
in new and key stations such that the
horizontal gap shall be no greater than
4 inches and the height of the vehicle
floor, under 50% passenger load, shall
be within plus or minus 2 inches of the
platform height.

§38.55 Priority seating signs.

(a) Each vehicle shall contain sign(s)
which indicate that certain seats are
priority seats for persons with disabil-
ities, and that other passengers should
make such seats available to those who
wish to use them.

(b) Characters on signs required by
paragraph (a) of this section shall have
a width-to-height ratio between 3:5 and
1:1 and a stroke width-to-height ratio
between 1:5 and 1:10, with a minimum
character height (using an upper case
“X’") of % inch, with ‘“wide” spacing
(generally, the space between letters
shall be %16 the height of upper case let-
ters), and shall contrast with the back-
ground, either light-on-dark or dark-
on-light.

§38.57 Interior circulation, handrails
and stanchions.

(a) Handrails and stanchions shall be
provided to assist safe boarding, on-
board circulation, seating and standing
assistance, and alighting by persons
with disabilities.

(b) Handrails, stanchions, and seats
shall allow a route at least 32 inches
wide so that at least two wheelchair or
mobility aid users can enter the vehi-
cle and position the wheelchairs or mo-
bility aids in areas, each having a min-
imum clear space of 48 inches by 30
inches, which do not unduly restrict
movement of other passengers. Space
to accommodate wheelchairs and mo-

§38.63

bility aids may be provided within the
normal area used by standees and des-
ignation of specific spaces is not re-
quired. Particular attention shall be
given to ensuring maximum maneuver-
ability immediately inside doors.
Ample vertical stanchions from ceiling
to seat-back rails shall be provided.
Vertical stanchions from ceiling to
floor shall not interfere with wheel-
chair or mobility aid user circulation
and shall be kept to a minimum in the
vicinity of doors.

(c) The diameter or width of the grip-
ping surface of handrails and stan-
chions shall be 1% inches to 12 inches
or provide an equivalent gripping sur-
face and shall provide a minimum 1%
inches knuckle clearance from the
nearest adjacent surface.

§38.59 Floor surfaces.

Floor surfaces on aisles, places for
standees, and areas where wheelchair
and mobility aid users are to be accom-
modated shall be slip-resistant.

§38.61 Public information system.

(a)(1) Requirements. Each vehicle shall
be equipped with a public address sys-
tem permitting transportation system
personnel, or recorded or digitized
human speech messages, to announce
stations and provide other passenger
information. Alternative systems or
devices which provide equivalent ac-
cess are also permitted. Each vehicle
operating in stations having more than
one line or route shall have an external
public address system to permit trans-
portation system personnel, or re-
corded or digitized human speech mes-
sages, to announce train, route, or line
identification information.

(2) Exception. Where station an-
nouncement systems provide informa-
tion on arriving trains, an external
train speaker is not required.

(b) [Reserved]

§38.63 Between-car barriers.

(a) Requirement. Suitable devices or
systems shall be provided to prevent,
deter or warn individuals from inad-
vertently stepping off the platform be-
tween cars. Acceptable solutions in-
clude, but are not limited to, panto-
graph gates, chains, motion detectors
or similar devices.
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